
Features
Image Improved High Frequency 

Reponse
A newly developed 
waveguide combined with 
a more open grill design 
enhances upper high 
frequency response.

Enhanced Bracing
A new full perimeter brace 
that joins the top and the 
side panels significantly 
lessens cabinet vibrations, 
reducing cabinet 
coloration. 

Image Dual Flared Slot Port
Our new dual flared slot 
vent allows for lower noise 
and higher bass output for 
improved bass dynamics.

Image Cast Chassis Woofer
Our new cast chassis 
woofer provides improved 
stiffness for both 
strengthening the front 
baffle and minimizing 
chassis resonances.  

INTRODUCING

  DEBUT 
REFERENCE SPEAKERS



NOMEX SPIDER
Nomexpolymers are related to nylon
have aromatic backbones, and hence 
are more rigid and more durable

ARAMID CONES 
Aramid fibers are a class of heat-resistant

and strong synthetic fibers. 
With remarkable strength to weight ration  

Perfect for ridged cones with exceptional stiffness 
and light weight for displacement  

ALUMINUM BASKETS 
Aluminum basket areridged, heat absorbing 
and precise  

TOP & BOTTOM PLATES 
Highin magnetic conductivity steel with low carbon 

CERAMIC MAGNET 
Highpurity ceramic magnets 

SURROUND
Butyl Rubber offer premium durability
Resilientto UV and Oxidisation 
Whileoffers preferred compliance 
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SPECIFICATIONS
DBR62 DCR52 DFR52

Bookshelf Speaker Center Channel Speaker Floorstanding Speaker

Enclosure Type........................................ 2-Way Bass Reflex 2-Way Bass Reflex 3 - Way Bass Reflex

Frequency Response............................. 44Hz - 35000Hz 55Hz - 35000Hz 42Hz - 35000hz

Nominal Impedance............................... 6 Ohms 8 Ohms 6 Ohms

Sensitivity................................................... 86db @ 2.83v/1m 87db @ 2.83v/1m 87db @ 2.83v/1m

Crossover Frequency............................ 2200Hz 2200Hz 90Hz/2200Hz

Max Power Input...................................... 120 Watts 120 Watts 140 Watts

Tweeter....................................................... 1" Cloth Dome 1" Cloth Dome 1" Cloth Dome

Midrange.................................................... n/a n/a 5.25 inch Aramid Fiber

Woofer......................................................... 6.5 Inch Aramid Fiber 2 x 5.25 Inch Aramid Fiber 2 x 5.25 Inch Aramid Fiber

Cabinet........................................................ CARB2 Rated MDF CARB2 Rated MDF CARB2 Rated MDF

Port............................................................... Dual Flared 2 x Dual Flared 3 x Dual Flared

Binding Posts............................................ 5-Way Metal 5-Way Metal 5-Way Metal

Cabinet Finishes...................................... White Baffle, Oak Cabinet
Black Baffle, Walnut Cabinet

White Baffle, Oak Cabinet
Black Baffle, Walnut Cabinet

White Baffle, Oak Cabinet
Black Baffle, Walnut Cabinet

Accessories Included............................ Magnetic fabric grill Magnetic fabric grill Magnetic fabric grill

Weight......................................................... 18.07 lbs 22.26 lbs 36.81 lbs

Dimensions (WxHxD).............................. 8.18” x 10.82” x 14.13” 20.74” x 9.52” x 7.28” 7.28” x 9.52” x 39.99”

DEBUT REFERENCE SERIES
Building on the iconic status of ELAC’s Debut Series, a new Reference line emerges for our exclusive dealers. The Debut 
Reference brings significant acoustical and visual advancements. Designed to blend with traditional or contemporary styles. 
Debut Reference sounds as great as it looks! 

Ceramic Magnet 
Oversized ceramic magnets 
produce high motor strength for 
powerful bass reproduction.

Cast Aluminum Chassis
Cast chassis woofers provide 
improved stiffness for both 
strengthening the front 
baffle and minimizing chassis 
resonances.  

Aramid Fiber Cones
Woven aramid fibers provide a winning 
combination of strength and damping, ideal 
properties for superior performance and 
resonance control. 

Surround
Butyl rubber is chosen for its 
inherent damping and flexibility 
whilst its resistance to UV and 
moisture guarantee long term 
durability.

Woven Fiber Spider
Our woven fiber spider allows 
for good linearity along with 
well-behaved stability at high 
excursion. 

Top & Bottom Plates
Constructed from low carbon steel 
for high magnetic conductivity to 
maximize flux density. 


